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Pictures can be scaled in any format - for 
example horizontal, vertical or square. Just 
make sure you use the IMAGE GRID and 
place the pictures inside the grid.
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ABLOY® EXIT  
- EXIT PRODUCTS

It’s time to take exit safety standards  
to a new level.

Door environment safety is often perceived as the possibility to lock doors and restrict 
entry. Personal safety also includes exit, so there must be a safe way to exit the building 
considering every possible situation that might occur. Exit routes must also be clear,  
accessible and safe for large groups of people.

The ABLOY EXIT solution combines solid product knowledge and extensive expertise in the 
field of personal safety. The solution is built on tested and certified ABLOY EXIT products 
that comply with the latest lock industry standards. Exit safety is defined in standards EN 
179 and EN 1125, according to which individual exit products should be tested as a com-
plete unit operating in the door environment.

In addition to certified products, we provide you with the expertise of the industry’s 
leading professionals and comprehensive training. We offer design background informa-
tion for experts in various fields and solutions to support decision making. We train our 
distribution channel network continuously to ensure you have the industry’s top expertise 
at your service.

By selecting Abloy, you can rely on a nationwide network of ABLOY-authorised locksmiths. 
This means you have a professional product installation and maintenance service, original 
ABLOY products and our extensive guarantee at your disposal.

ABLOY®- 
PRODUCTS

ABLOY®- 
AUTHORISED  
LOCKSMITHS:  

Maintenance and  
installation  

service

ABLOY®- 
EXPERTISE AND  

CONSULTING

ABLOY® 
ACADEMY 

Training  
opportunities

ABLOY®
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Pictures can be placed side by side, in a 
row or a line. One picture can be bigger 
than the other. Just make sure you use the 
IMAGE GRID and place the pictures inside 
the grid.

ABLOY has its own visual system grid that helps to 
create a coherent and recognisable look. The grid guides 
information placement and helps to generate visual 
hierarchy. It brings rhythm and consistency to the 
design and helps to place elements in proportions. 
This is why the grid system should always be obeyed. 

The grid created for this template is based on the 
baseline grid. To achive a solid look there is also own grid 
and layer for images that should be used when placing 
any image, picture or graphs.
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ABLOY EXIT products are used in exit doors in passageways or entrances. The ABLOY EXIT product range meets the 
requirements of the European EN 179 and EN 1125 standards.

The lock case and bolt are made of steel (Fe).
The cylinder housing and plug are made of brass (Ms).  
Handle material accords with the architectural hardware range.
The push pad arm and grip are made of aluminium (Al), and the 
mounting plate is made of brass (Ms).
Panic bar arms are made of aluminium (Al), the horizontal bar is 
made of stainless steel (Rst), and the cover plates
are made of zinc.

MATERIALS
The lock case is made of zinc plated steel (Fe/ZL) or is chromed 
(Cr). Cylinder housing and plug: chromed (Cr), satin chromed 
(HCr), polished brass (KiLa), brushed nickel (NiHa),  
brushed brass (HaLa).
Handle finishes accord with the architectural hardware range.

SURFACE FINISHES

HANDING OF THE DOOR OR DETERMINING THE SWING DIRECTION

ABLOY® EXIT  
product features
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Ovi avataan oikealla 
kädellä tilaan mentäessä.

TUOTTEET:
Lukkorunko VAS (1)
Painike V
Vedin O

Ovi avataan oikealla 
kädellä tilaan mentäessä.

TUOTTEET:
Lukkorunko OIK (4)
Painike V
Vedin O

Ovi avataan vasemmalla 
kädellä tilaan mentäessä.

TUOTTEET:
Lukkorunko OIK (2)
Painike O
Vedin V

Ovi avataan vasemmalla 
kädellä tilaan mentäessä.

TUOTTEET:
Lukkorunko VAS (3)
Painike O
Vedin V

= Olet tässä (avainpesän puoli)

A/B -MITTAKUVA

A-mitta on oven kokonaispaksuus.

Oven B/mitta lukkorungon keskeltä oven 
avautumispuolen pintaan.

TUOTTEIDEN KÄTISYYDEN MÄÄRITTÄMINEN OVEN AVAUTUMISSUUNNAN KAUTTA

ABLOY® ONEFIT LUKKORUNGOT

Lukkorunko Ulko-ovet Sisäovet Palo-ovet Varapoistumistiet Takalukitus*
Vedin- vai

painiketoiminen
EXIT EN179/

EN1125
EN12209/
EN14846

LC102 x x x x painike
LE180 x x x x x painike x
LE184 x x x x a vedin x
LE185 x x x x vedin x
LC190 x x x x x painike
LC193 x x x x a vedin
LC194 x x x x a vedin
LC195 x x a vedin
LC197 x - vedin
LC290 x x - painike
LC960 x - vedin -
EL581 x x x x a painike x
EL583 x x x x a painike
BL581 x x x a painike
BL583 x x x a painike
EL596 x x x x a vedin x
EL596FU x x x x a vedin
OP193 x x x x a vedin EN12209
*) x=Päivä/Yö -asento, a=Automaattinen ja -= Ei takalukitustilaa

EN12209

EN14846

3. Left outwards
The door is opened with the 
left hand when entering

PRODUCTS:
Lock case LEFT (3) 
Handle R
DOOR PULL L

2. Left inwards
The door is opened with the left 
hand when entering.

PRODUCTS:
Lock case RIGHT (2)
Handle R 
Door pull L

1. Right inwards
The door is opened with 
the right hand when 
entering.

PRODUCTS:
Lock case LEFT (1)	
Handle L 
Door pull R

4. Right outwards
The door is opened with 
the right hand when 
entering.

PRODUCTS:
Lock case RIGHT (4) 
Handle L
Door pull R

= Cylinder

Spa



4

Text styles:

This is headline style 2. Write 
any longer headlines with this 
style to save some space.

THIS IS CONDENSED SUB HEADLINE. 
USE WHEN IN NEED OF VARIATION.  

This is Sub Headline style. 
Use with smaller headlines.  

This is Headline style 1. 
Write every bigger 
headline with this style. 
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Text can be divided in three, two or one 
columns. This is body text. Body text size 
is 8 points. Use body text in longer texts. 
This style is three columns. The body text 
color is Trust Blue. When placing text in the 
layout remember to follow the grid system. 
Ex eume nullicimusda velibea tincimus de 
lique ne et venditis excesciisin nobis min-
ciis modiam facesto eaquatur simenditis 
int et, a ipsandem quae is moditibus aut lab 
iurecest volore, quissum ant molentores.

This is body text. The style is two columns. Nis volupis eaquam 
voluptur as il earum laut id modit ellut aborum quisqui squiscia 
quibusant, es Sinciamus aligenda comnimil molorpo repeliquae 
voluptis ipsumenis eaquatia consequamus sitibusapero Ebiscium 
sum que doluptati optam alis plab ipsam hit por suscius dolupta 
speribus quam aliqui idel ilitae. Itation nis aliqui temolen dan-
daeptius. e. Necusdam fugia sequas repudae voluptat. Cerciam 
rempos que mi, con cupidic taquia cullantio temporeiciis abore 
autatet quam eariaec.

This style is one column. Don’t use one column style with longer texts, since it is more difficult to read. Nis volupis eaquam voluptur as il 
earum laut id modit ellut aborum quisqui squiscia quibusant, es Sinciamus aligenda comnimil molorpo repeliquae voluptis ipsumenis 
eaquatia consequamus sitibusapero.

This is the most 
narrowest column. 
This style can be 
used with image 
texts.

This is body text. The style is two columns. Nis volupis eaquam 
voluptur as il earum laut id modit ellut aborum quisqui squiscia 
quibusant, es Sinciamus aligenda comnimil molorpo repeliquae 
voluptis ipsumenis eaquatia consequamus sitibusapero Ebiscium 
sum que doluptati optam alis plab ipsam hit por suscius dolupta 
speribus quam aliqui idel ilitae. Itation nis aliqui temolen dan-
daeptius. e. Necusdam fugia sequas repudae voluptat. Cerciam 
rempos que mi, con cupidic taquia cullantio temporeiciis abore 
autatet quam eariaec.

Text can be divided in three, two or one 
columns. This is body text. Body text size 
is 8 points. Use body text in longer texts. 
This style is three columns. The body text 
color is Trust Blue. When placing text in the 
layout remember to follow the grid system. 
Ex eume nullicimusda velibea tincimus de 
lique ne et venditis excesciisin nobis min-
ciis modiam facesto eaquatur simenditis 
int et, a ipsandem quae is moditibus aut lab 
iurecest volore, quissum ant molentores.

Text can be divided in three, two or one 
columns. This is body text. Body text size 
is 8 points. Use body text in longer texts. 
This style is three columns. The body text 
color is Trust Blue. When placing text in the 
layout remember to follow the grid system. 
Ex eume nullicimusda velibea tincimus de 
lique ne et venditis excesciisin nobis min-
ciis modiam facesto eaquatur simenditis 
int et, a ipsandem quae is moditibus aut lab 
iurecest volore, quissum ant molentores.
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ABLOY® EXIT 
Product code  
symbols

Product code hardware solution 
that meets the requirements for 
exit doors.

Product code hardware solution that 
meets the requirements of the  
European EN 179 standard.

Product code hardware solution 
that meets the requirements of 
the European EN 1125 standard.

The lock case meets the requirements 
of the SFS-EN14846 mechanical lock 
standard.

ABLOY® EXIT
Features common  
to the solution

MECHANICAL DURABILITY
Tested up to 200,000 cycles.

CORROSION RESISTANCE AND 
ENVIRONMENTAL CONDITIONS
Tested for demanding  
environments.

CE MARKING
The product meets the safety, environment 
and consumer protection requirements set 
by the European Union.

Product code hardware solution that meets 
the requirements for a fire rated door, i.e. 
the bolt is thrown when the door is closed.

The product code lock case belongs  
to the one-sized lock case range.

The lock case meets the requirements 
of the SFS-EN12209 mechanical lock 
standard.
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CENTRE LOCKLOCK CASE *)

BOTTOM LATCH

PANIC BAR **)PANIC BAR **)

TOP LOCK

*) WITH DOUBLE LEAF DOORS, A STRIKER PLATE IS NOT REQUIRED FOR ACTIVE DOOR LOCK CASES
**) PANIC BAR OR HANDLE

2-CONCEPTUAL FIGURE: DOUBLE 
LEAF DOOR

ACTIVE DOOR PASSIVE DOOR



88

APPLICATION
The handle-controlled exit door lock case ABLOY LE180 is  
recommended for use in exit doors. 

EN 179 – EMERGENCY EXIT (exit door solution)
	 - EXIT BY HANDLE

EN 1125 – PANIC EXIT (panic exit solution)	
	 - EXIT BY PANIC BAR

Suitable for fire-rated doors.

DOOR OPERATION
 
Handle-controlled ABLOY EXIT lock case with automatic 
deadlocking latch bolt.
Lock can always be opened from inside by pressing handle or panic 
bar.

Lock case functions can be selected with the forend snib.
To use snib, the key must be turned in the cylinder.

UPPER SNIB POSITION =
Deadlocking (locked position), bolt throw 17 mm: from outside  
lock can be opened only by key and from inside it can always be 
opened by handle or panic bar.

LOWER SNIB POSITION =
Day use (open position), bolt throw 14 mm, lock can be opened 
from outside by handle and from inside always by handle or panic 
bar.

STRIKER PLATES
Adjustable striker plates: 	 LP711, LP714, LP721, LP731 
Metal door striker plates: 	 EA307, EA308

Handle-controlled
lock case LE180 for single leaf 
wooden/metal doors

 A
ct

iv
e 

do
or

Dimensional drawings in this brochure are referential.
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ABLOY® EXH101
- lock case LE180
- lock case LE180
- single cylinder CY037
- ABLOY EXIT handle set for 
	 wooden/metal door EHxxx/032

EN 179 EN 1125
ABLOY® EXB101
- lock case LE180
- single cylinder CY037
- ABLOY EXIT panic bar PBE001
-	single handle for wooden or metal 
	 doors from the ABLOY product range
	 EHxxx/0321

LOCKS FOR EXIT DOOR SOLUTIONS

In locked position, lock can be opened from outside by key and 
from inside always by handle. In open position, lock can be opened 
from either side by handle.

In locked position, lock can be opened from outside by key and 
from inside always by panic bar. In open position, lock can be 
opened from outside by handle and from inside by panic bar.

Active door 
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APPLICATION
The push/pull function exit door lock case ABLOY LE184 is  
recommended for use in exit or emergency exit doors in  
passageways or entrances.

EN 179 - EMERGENCY EXIT (exit door solution)
	 -EXIT BY HANDLE

EN 1125 - PANIC EXIT (panic exit solution)	
	 - EXIT BY PANIC BAR

Suitable for fire rated doors.

DOOR OPERATION
Push/pull function ABLOY EXIT door lock case with automatic 
deadlocking latch bolt.
Lock can always be opened from inside by handle or  
panic bar. Lock deadlocks (locked position) when door closes.

STRIKER PLATES 
Adjustable striker plates: 	 LP711, LP714, LP721, LP731 
Metal door striker plates: 	 EA307, EA308

Push/pull function
lock case LE184 for single leaf 
wooden/metal doors

Ac
tiv

e 
do

or

Dimensional drawings in this brochure are referential.
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EN 179 EN 179

ABLOY® EXH105
- lock case LE184
- single cylinder CY037
- ABLOY EXIT single handle for wooden/		
	 metal door EHxxx/030
- Door pull from ABLOY product range

ABLOY® EXB105
- lock case LE184
-single cylinder  CY037
- ABLOY EXIT -panic bar PBE002
- Door pull from ABLOY product range

ABLOY® EXH106
- lock case  LE184
- double cylinder CY002
- ABLOY EXIT single handle for wooden/		
	 metal door
- ABLOY EXIT seal EH900 EHxxx/030 
- Door pull from ABLOY product range

ABLOY® EXH107
- lock case LE184
- inside cylinder  CY021
- ABLOY EXIT single handle for wooden/		
	 metal door EHxxx/030
- ABLOY EXIT seal EH900

LOCKS FOR EXIT DOOR SOLUTIONS

LOCKS FOR EMERGENCY EXIT DOOR SOLUTIONS

From outside, lock can be opened by key and door pull, and from 
inside always by handle.

From outside, lock can be opened by key and door pull, and from 
inside always by panic bar.

The lock can be opened from outside by key and door pull, and from 
inside by key.
In an emergency, lock can always be opened from inside by handle 
after breaking the seal.

The lock can be opened from inside by key. In an emergency, lock 
can always be opened from inside by handle after breaking the 
seal.

Active door

EN 179 EN 1125



1 21 2

APPLICATION
EN 1125 The push/pull function exit door lock case ABLOY LE185 is 
recommended for use in exit doors in passageways or entrances.

EN 179 - EMERGENCY EXIT (exit door solution)
	 - EXIT BY HANDLE

EN 1125 - PANIC EXIT (panic exit solution)
	 - EXIT BY PANIC BAR

Not suitable for fire rated doors.

DOOR OPERATION
Push/pull function ABLOY EXIT door lock case with automatic 
deadlocking.

Lock can always be opened from inside by handle or panic bar

Lock case functions can be selected with the forend snib. To use 
snib, the key must be turned in the cylinder.

UPPER SNIB POSITION =
Deadlocking (locked position), bolt throw 17 mm: lock can be 
opened from outside by key and from inside always by handle or 
panic bar.

LOWER SNIB POSITION =
Day use (open position): bolt is locked inside the lock case so 
that lock can be opened from outside by door pull and from inside 
always by handle or panic bar.

STRIKER PLATES
Adjustable striker plates: 	 LP711, LP714, LP721, LP731 
Metal door striker plates: 	 EA307, EA308

Push/pull function
1-	lock case LE185 for single 
leaf wooden/metal doors

Ac
tiv

e 
do

or

Dimensional drawings in this brochure are referential.
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ABLOY® EXH109
- lock case LE185
- single cylinder CY037
- ABLOY EXIT single handle for wooden/		
	 metal door EHxxx/030
- Door pull from ABLOY product range

EN 179 EN 1125
ABLOY® EXB109
- lock case LE185
- single cylinder  CY037
- ABLOY EXIT panic bar  PBE002
- Door pull from ABLOY product range

LOCKS FOR EXIT DOOR SOLUTIONS

In locked position, lock can be opened from outside by a key and 
door pull, and from inside always by handle. In open position, lock 
can be opened from outside by door pull and from inside by handle.

In locked position, lock can be opened from outside by key and 
door pull, and from inside always by panic bar. In open position, 
lock can be opened from outside by door pull and from inside by 
panic bar.

�
Active door	
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APPLICATION
The handle-controlled exit door lock case ABLOY LE181 is  
recommended for use  in exit doors in passageways or  
entrances.

EN 179 – EMERGENCY EXIT (exit door solution)
	 - EXIT BY HANDLE

EN 1125  – PANIC EXIT (panic exit solution)
	 - EXIT BY PANIC BAR

Suitable for fire rated doors.

DOOR OPERATION
Handle-controlled ABLOY EXIT door lock case 
with automatic deadlocking latch bolt.

Lock can always be opened from inside by 
handle or panic bar.

Lock case functions can be selected with the forend snib.
To use snib, the key must be turned in the cylinder.
 
UPPER SNIB POSITION =
Deadlocking (locked position), bolt throw 14 mm: lock can be 
opened from outside by key only (from the cylinder) 
and from inside always by handle or panic bar.

LOWER SNIB POSITION =
Day use (open position): bolt throw 14 mm: the lock can 
be opened from outside by handle
and from inside always by handle or panic bar.

Striker plate not required in locks used in active doors.

22
5

22

8

4

5,5

14

81

51

19

20
15

2

22

80

69

Handle-controlled
2- lock case LE181 for double 
leaf wooden/metal door
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tiv
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Dimensional drawings in this brochure are referential.
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OPTIONS FOR PASSIVE DOOR LEAF PRODUCTS WITH THE LOCK CASE

ABLOY® EXH151
- lock case LE181
- single cylinder CY037
- ABLOY EXIT handle set for 

wooden/metal door EHxxx/032

EN 179 EN 1125

ABLOY® EXB151
- lock case LE181
- single cylinder  CY037
- ABLOY EXIT panic bar  PBE001
- single handle for wooden or metal doors 	
	 from the ABLOY product range EHxxx/0321

LOCKS FOR EXIT DOOR SOLUTIONS

In locked position, lock can be opened from outside by key, from 
inside always by handle. In open position, lock can be opened from 
either side by handle.

In locked position, lock can be opened from outside by key, from 
inside always by panic bar. In open position, lock can be opened 
from outside by handle and from inside by panic bar.

LE981

LE980

LE982

MECHANICALMECHANICAL

CENTRE LOCK

BOTTOM

TOP LOCK

ACTIVE PASSIVE

ACTIVE DOOR PASSIVE DOOR PRODUCT EXAMPLE BOTTOM LATCH CENTRE LOCK TOP LOCK

Mechanical Mechanical EXH/B911 LE980 LE982 LE981

Mechanical active wooden/
metal door solution

ABLOY® EXH911
- bottom latch 
- top lock LE981
- centre lock LE982
- ABLOY EXIT single handle for wooden/		
	 metal door  EHxxx/030
- ABLOY EXIT seal EH900 if required

EN 179

EN 1125

Mechanical active
wooden/metal door solution

ABLOY® EXB911
- bottom latch  LE980
- top lock LE981
- cenre lock LE982
- ABLOY EXIT panic bar PBE002

�
Active door	
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APPLICATION
The push/pull function exit door lock case ABLOY LE183 is  
recommended for use in exit doors or emergency exit doors in 
passageways or entrances.

EN 179 – EMERGENCY EXIT (exit door solution)
	 - EXIT BY HANDLE

EN 1125 – PANIC EXIT (panic exit solution)
	 - EXIT BY PANIC BAR

Suitable for fire rated doors.

DOOR OPERATION
Push/pull function ABLOY EXIT door lock case with automatic
deadlocking latch bolt ABLOY EXIT door lock case. Lock is  
deadlocked every time door is closed. 

Lock can always be opened from inside by handle or panic bar. 

Striker plate not needed in locks used in active doors.

22
5

80

22

22

8
4

5,5

14

81

51

19

20
15

2
69

Push/pull function
lock case LE183 for  
double leaf wooden/metal door

EN 179 EN 1125

ABLOY® EXH155
- lock case LE183
- single cylinder  CY037
- ABLOY EXIT single handle for wooden/
	 metal door EHxxx/030
- Door pull from ABLOY product range

ABLOY® EXB155
- lock case LE183
- single cylinder  CY037
- ABLOY EXIT panic bar PBE002 
- Door pull from ABLOY product range

LOCKS FOR EXIT DOOR SOLUTIONS

From outside, lock can be opened by key and door pull, from inside 
always by panic bar.

From outside, lock can be opened by key and door pull, from 
inside always by panic bar.

Ac
tiv

e 
do

or

Dimensional drawings in this brochure are referential.
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EN 179 EN 179
ABLOY® EXH156
- lock case LE183
- double cylinder  CY002
- ABLOY EXIT single handle for wooden/		
	 metal door EHxxx/030
- ABLOY EXIT seal EH900 
- Door pull from ABLOY product range

ABLOY® EXH157
- lock case  LE183
- inside cylinder CY021
- ABLOY EXIT single handle for wooden/		
	 metal door  EHxxx/030
- ABLOY EXIT seal EH900

LOCKS FOR EMERGENCY EXIT DOOR SOLUTIONS

From outside, lock can be opened by key and door pull, and from 
inside by key. In an emergency, lock can always be opened from 
inside by handle after breaking the seal.

Lock can be opened from inside by key. In an emergency, lock can 
always be opened from inside by the handle after breaking the 
seal.

OPTIONS FOR PASSIVE DOOR LEAF PRODUCTS WITH THE LOCK CASE

Mechanical active wooden/
metal door solution

ABLOY® EXH911
- bottom latch LE980
- top lock LE981
- centre lock LE982
- ABLOY EXIT single handle for wooden/		
	 metal door EHxxx/030
- ABLOY EXIT seal EH900 if required

EN 179

EN 1125

Mechanical active
wooden/metal door solution

ABLOY® EXB911
- bottom latch  LE980 
- top lock  LE981 
- centre lock LE982 
- ABLOY EXIT panic bar PBE002

  �
Active door	

LE981

LE980

LE982

MECHANICALMECHANICAL

CENTRE LOCK

BOTTOM

TOP LOCK

ACTIVE PASSIVE

ACTIVE DOOR PASSIVE DOOR PRODUCT EXAMPLE BOTTOM LATCH CENTRE LOCK TOP LOCK

Mechanical Mechanical EXH/B911 LE980 LE982 LE981
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APPLICATION
The push/pull function exit door lock case ABLOY LE186 is  
recommended for use in exit doors in passageways or entrances.

EN 179 - EMERGENCY EXIT (exit door solution)
	 - EXIT BY HANDLE

EN 1125 – PANIC EXIT (panic exit solution)
	 - EXIT BY PANIC BAR

Not suitable for fire rated doors.

DOOR OPERATION
Push/pull function ABLOY EXIT door lock case with automatic 
deadlocking.

Lock can always be opened from inside by handle or panic bar.

Lock case functions can be selected with forend snib.
To use the snib, the key must be turned in the cylinder.

UPPER SNIB POSITION =
Deadlocking (locked position), bolt throw 14 mm: lock can be 
opened from outside by key and door pull and from inside always 
by handle or panic bar.

LOWER SNIB POSITION =
Day use (open position): bolt is locked inside lock case so that lock 
can be opened from outside by door pull and from inside always by 
handle or panic bar.

Striker plate not needed in locks used in active doors.
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Push/pull function
lock case LE186 for double leaf 
wooden/metal door
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Dimensional drawings in this brochure are referential.
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ABLOY® EXH159
- lock case  LE186
- single cylinder  CY037
- ABLOY EXIT single handle for wooden/		
	 metal door EHxxx/030
- Door pull from ABLOY product range

EN 179 EN 1125

ABLOY® EXB159
- lock case LE186
- single cylinder CY037
- ABLOY EXIT panic bar PBE002
- Door pull from ABLOY product range

LOCKS FOR EXIT DOOR SOLUTIONS

In locked position, lock can be opened from outside by key and 
door pull, from inside always by handle. In open position, lock can 
be opened from outside by door pull and from inside by handle.

In locked position, lock can be opened from outside by key and 
door pull, from inside always by panic bar. In open position, lock 
can be opened from outside by door pull and from inside by panic 
bar.

OPTIONS FOR PASSIVE DOOR LEAF PRODUCTS WITH THE LOCK CASE

Mechanical active wooden/
metal door solution

ABLOY® EXH911
- bottom latch  LE980
- top lock  LE981
- centre lock LE982
- ABLOY EXIT single handle for wooden/		
	 metal door EHxxx/030
- ABLOY EXIT seal EH900, if needed

EN 179

EN 1125

Mechanical active
wooden/metal door solution

ABLOY® EXB911
- bottom latch  LE980 
- top lock  LE981 
- centre lock  LE982 
- ABLOY EXIT panic bar PBE002

  �
Active door	

LE981

LE980

LE982

MECHANICALMECHANICAL

CENTRE LOCK

BOTTOM

TOP LOCK

ACTIVE PASSIVE

ACTIVE DOOR PASSIVE DOOR PRODUCT EXAMPLE BOTTOM LATCH CENTRE LOCK TOP LOCK

Mechanical Mechanical EXH/B911 LE980 LE982 LE981
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APPLICATION
The handle-controlled exit door lock case ABLOY LE310 is  
recommended for use in exit doors in passageways or entrances.

EN 179 - EMERGENCY EXIT (exit door solution)
	 - EXIT BY HANDLE

EN 1125 - PANIC EXIT (panic exit solution)
	 - EXIT BY PANIC BAR

Suitable for fire rated doors.

DOOR OPERATION
Handle-controlled ABLOY EXIT lock case with automatic 
deadlocking latch bolt.

Lock case functions can be selected with the forend snib. 
To use snib, the key must be turned in the cylinder.

UPPER SNIB POSITION =
Deadlocking (locked position), bolt throw 14 mm: lock can be 
opened from outside by key and from inside always by handle or 
panic bar.

LOWER SNIB POSITION =
Day use (open position): lock can be opened from outside by 
handle and from inside always by handle or panic bar.

LE310X is the microswitch version of the lock.

STRIKER PLATES
Single leaf doors: 	 LP702, LP703  
Double leaf doors: 	 No striker plate

Handle-controlled
lock case LE310 for single and 
double leaf narrow stile doors
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Dimensional drawings in this brochure are referential.
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ABLOY® EXH301
- lock case LE310
- single cylinder  CY063
- ABLOY EXIT handle set for  
	 narrow stile door EHxxx/0650

In locked position, lock can be opened from outside by key and 
handle, from inside always by handle. In open position, lock can be 
opened from either side by handle.

ABLOY® EXB301
- lock case  LE310
- single cylinder  CY063
- ABLOY EXIT panic bar  PBE001
- single handle for narrow stile doors  
	 from the ABLOY product range EHxxx/0651  
	

In locked position, lock can be opened from outside by key and 
handle, from inside always by panic bar. In open position, lock can 
be opened from outside by handle and from inside by panic bar.

LOCKS FOR EXIT DOOR SOLUTIONS

OPTIONS FOR PASSIVE DOOR LEAF PRODUCTS WITH THE LOCK CASE

MECHANICALMECHANICAL

LE932
CENTRE LOCK

LE931
TOP LOCK

ACTIVE PASSIVE

LE930
BOTTOM

Mechanical active narrow 
stile door solution

ABLOY® EXH901
- bottom latch LE930
- top lock LE931
- centre lock LE932
- ABLOY EXIT single handle for 
	 narrow stile door  EHxxx/0630
- ABLOY EXIT seal EH900, if needed

Mechanical active narrow 
stile door solution

ABLOY® EXB901
-bottom latch LE930
- top lock LE931
- centre lock LE932
- ABLOY EXIT panic bar PBE003

  �
Active door	

EN 179 EN 1125

EN 179

EN 1125

ACTIVE DOOR PASSIVE DOOR PRODUCT EXAMPLEW BOTTOM LATCH CENTRE LOCK TOP LOCK

Mechanical Mechanical EXH/B901 LE930 LE932 LE931
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APPLICATION
The push/pull function exit door lock case ABLOY LE314 is  
recommended to be used in exit or emergency exit doors in  
passageways or entrances.

EN 179 - EMERGENCY EXIT (exit door solution)
	 - EXIT BY HANDLE

EN 1125 - PANIC EXIT (panic exit solution)
	 - EXIT BY PANIC BAR

Suitable for fire rated doors.

DOOR OPERATION
Push/pull function ABLOY EXIT door lock case with automatic 
deadlocking latch bolt. Lock can always be opened from inside by 
handle or panic bar. Lock deadlocks (locked position) when door 
closes. LE314X is microswitch version of the lock.

STRIKER PLATES 
Single leaf doors: 	 LP702, LP703 
Double leaf doors:	  No striker plate

Push/pull function lock case 
LE314 for 2- single and double 
leaf narrow stile doors

ABLOY® EXH305
-	 lock case LE314
-	 single cylinder CY063
-	 ABLOY EXIT single handle 
	 for narrow stile door
-	 Door pull from ABLOY product range
- EHxxx/0630

From outside, lock can be opened by key and door pull, from  
inside always by handle.

EN 179 EN 1125
ABLOY® EXB305
-	 lock case LE314
-	 single cylinder CY063
-	 ABLOY EXIT panic bar PBE003
-	 Door pull from ABLOY product range

From outside, lock can be opened by key and door pull, from inside 
always by panic bar.

LOCKS FOR EXIT DOOR SOLUTIONS
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Dimensional drawings in this brochure are referential.
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ABLOY® EXH304
- lock case LE314
- double cylinder CY065
- ABLOY EXIT single handle for  
	 narrow stile door EHxxx/0630
- ABLOY EXIT seal EH900
- Door pull from ABLOY product range

EN 179
ABLOY® EXH307
- lock case LE314
- inside cylinder CY064
-	ABLOY EXIT single handle for 
	 narrow stile door  EHxxx/0630
-	ABLOY EXIT seal EH900

EN 179

LOCKS FOR EMERGENCY EXIT DOOR SOLUTIONS

From outside, lock can be opened by key and door pull, from 
inside by key. In an emergency, lock can always be opened from 
inside by handle after breaking the seal.

Lock can be opened from inside by key. In an emergency, lock can 
always be opened from inside by handle after breaking the seal.

OPTIONS FOR PASSIVE DOOR LEAF PRODUCTS WITH THE LOCK CASE

Mechanical active narrow 
stile door solution

ABLOY® EXH901
- bottom latch LE930
- top lock LE931
- centre lock LE932
- ABLOY EXIT single handle for  
    narrow stile door EHxxx/0630
- ABLOY EXIT seal EH900, if needed

EN 179

EN 1125
Mechanical active narrow 
stile door solution

ABLOY® EXB901
- bottom latch LE930
- top lock LE931
- centre lock LE932
- ABLOY EXIT panic bar PBE003

Active door

MECHANICALMECHANICAL

LE932
CENTRE LOCK

LE931
TOP LOCK

ACTIVE PASSIVE

LE930
BOTTOM

ACTIVE DOOR PASSIVE DOOR PRODUCT EXAMPLE BOTTOM LATCH CENTRE LOCK TOP LOCK

Mechanical Mechanical EXH/B901 LE930 LE932 LE931
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APPLICATION
EN 1125 The push/pull function exit door lock case ABLOY LE315 is 
recommended to be used in exit doors in passageways or  
entrances.

EN 179 – EMERGENCY EXIT (exit door solution) EXIT BY HANDLE

EN 1125 – PANIC EXIT (panic exit solution) EXIT BY PANIC BAR

Not suitable for fire rated doors.

DOOR OPERATION
Push/pull function ABLOY EXIT door lock case with automatic 
deadlocking.

Lock can always be opened from inside by handle or panic bar.

Lock case functions can be selected with the forend snib. To use 
snib, the key must be turned in the cylinder.

UPPER SNIB POSITION =
Deadlocking (locked position), bolt throw 14 mm: lock can be 
opened from outside by key and from inside always by handle
or panic bar.

LOWER SNIB POSITION =
Day use (open position): bolt is locked inside lock case so that lock 
can be opened from outside by door pull and from inside always by 
handle or panic bar.

LE315X is microswitch version of the lock.

STRIKER PLATES
Single leaf doors:	 LP702, LP703 
Double leaf doors:	 No striker plate

Push/pull function 2-lock case 
LE315 for single and double leaf 
wooden/metal doors
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Dimensional drawings in this brochure are referential.
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ABLOY® EXH309
- lock case LE315
- single cylinder CY063
- ABLOY EXIT single handle for  
    narrow stile door  EHxxx/0630
- Door pull from ABLOY product range

EN 179 EN 1125
ABLOY® EXB309
- lock case LE315
- single cylinder CY063
- ABLOY EXIT single handle for  
    narrow stile door
- Door pull from ABLOY product range

LOCKS FOR EXIT DOOR SOLUTIONS

In locked position, lock can be opened from outside by key and 
door pull, from inside always by handle. In open position, lock can 
be opened from outside by door pull and from inside by handle.

In locked position, lock can be opened from outside by key and 
door pull, from inside always by panic bar. In open position, lock 
can be opened from outside by door pull and from inside by panic 
bar.

OPTIONS FOR PASSIVE DOOR LEAF PRODUCTS WITH THE LOCK CASE

Mechanical active narrow 
stile door solution

ABLOY® EXH901
- bottom latch LE930
- top lock LE931
- centre lock LE932
- ABLOY EXIT single handle for  
     narrow stile door EHxxx/0630
- ABLOY EXIT seal EH900, if needed

EN 179

EN 1125

Mechanical active narrow 
stile door solution

ABLOY® EXB901
- bottom latch LE930
- top lock LE931
- centre lock LE932
- ABLOY EXIT panic bar PBE003

Active door

MECHANICALMECHANICAL

LE932
CENTRE LOCK

LE931
TO LOCK

ACTIVE PASSIVE

LE930
BOTTOM

ACTIVE DOOR PASSIVE DOOR PRODUCT EXAMPLE BOTTOM LATCH CENTRE LOCK TOP LOCK

Mechanical Mechanical EXH/B901 LE930 LE932 LE931
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APPLICATION
The handle-controlled solenoid lock cases EL581 and PE580 are  
recommended for use in exit doors in passageways or entrances.

Typical applications are medium- or low-traffic exit routes.

EN 179 - EMERGENCY EXIT (exit door solution)
	 -	EXIT BY HANDLE

EN 1125 - PANIC EXIT (panic exit solution)
	 -	EXIT BY PANIC BAR

Suitable for fire rated doors.
Not suitable for doors with swing door automatics.

DOOR OPERATION
Door can be opened by the electrically controlled handle.

HANDLE => Only the outside handle is controlled electrical-
ly; lock can always be opened from inside by handle (split 
spindle).

PANIC BAR => Outside handle is controlled electrically; lock 
can always be opened from inside by panic bar (split spindle).

Settable functions:
	 -	 handing
	 -	 bolt throw: 14 mm (fire doors)/20 mm
	 -	 Electrical function: opening the lock from electrically 	
		  controlled side, fail secure or fail safe
	 -	 Exit handle/panic bar side

Operating voltage:		  12 – 24 V DC Stab
Maximum current:		  550 mA (24 V) 270 mA (12 V)
Operating temperature:	 -25° C – +70° C
Backset:			   50 mm

Handle-controlled solenoid 
lock cases EL581 and PE580 for 
single leaf wooden/metal doors
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STRIKER PLATES
Adjustable striker plates: 	 PE580; LP712, LP722, LP732
					     EL581; LP711, LP714, LP721, LP731
Striker plates for metal doors:	 EN 179; EA307, EA308
					     EN 1125; LP702, LP703

Dimensional drawings in this brochure are referential.
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ABLOY® EXH501
- 	 lock case EL581
- 	 single cylinder CY037
- 	 ABLOY EXIT handle set for 
	 wooden/metal door
	 EHxxx/032

EN 179 EN 1125
ABLOY® EXB501
- 	 lock case PE580
- 	 single cylinder CY037
- 	 ABLOY EXIT panic bar PBE001
- 	 single handle for wooden or metal doors 	
	 from the ABLOY product range
	 EHxxx/0321

ELECTRIC LOCKS FOR EXIT SOLUTIONS

When electric control is on, lock can be opened from outside by 
handle. Lock can always be opened from outside by key and from 
inside by handle.

When electric control is on, lock can be opened from outside by 
handle. Lock can always be opened from outside by key and from 
inside by panic bar.

Active door
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Handle-controlled solenoid 
lock case EL580 for double leaf 
wooden/metal doors
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APPLICATION
The handle-controlled exit door lock case ABLOY EL580 is 
recommended for use in exit doors in passageways or entrances.

Typical applications are medium- or low-traffic exit routes.

EN 179 - EMERGENCY EXIT (exit door solution)
	 - EXIT BY HANDLE

EN 1125 - PANIC EXIT (panic exit solution)
	 - EXIT BY PANIC BAR

Suitable for fire-rated doors.
Not suitable for use with swing door automatics.

DOOR OPERATION
When electric control is on, lock can be opened by electrically 
controlled handle.

HANDLE => Only the outside handle is controlled electrically; lock 
can always be opened from inside by handle (split spindle).

PANIC BAR => The outside handle is controlled electrically; lock can 
always be opened from inside by panic bar.

Settable functions:
	 - handing
	 - bolt throw: 14 mm (fire doors), 
	 double leaf doors
	 - Electrical handle function from non-exit side:
	 fail secure or fail safe
	 - Exit handle/panic bar side

Operating voltage:		  12 - 24 V DC Stab
Maximum current:		  550 mA (24 V) 270 mA (12 V)
Operating temperature: 	 -25°C – +70°C
Backset:			   50 mm

Striker plate is not needed in passive doors.
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Dimensional drawings in this brochure are referential.
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ABLOY® EXH551
- lock case EL580
- single cylinder CY037
- ABLOY EXIT handle set for  
	 wooden/metal door EHxxx/032

When electric control is on, lock can be opened from outside by 
handle. Lock can always be opened from outside by key and from 
inside by handle.

EN 179 EN 1125
ABLOY® EXB551
-lock case EL580
- single cylinder CY037
- ABLOY EXIT panic bar PBE001
- single handle for wooden or metal doors 	
	 from the ABLOY product range
	 EHxxx/0321

When electric control is on, lock can be opened from outside by 
handle. Lock can always be opened from outside by key and from 
inside by panic bar.

ELECTRIC LOCKS FOR EXIT SOLUTIONS

Electromechanical active 
wooden/metal door solution

ABLOY® EXH910
- bottom latch LE980
- top lock LE981
- centre lock LE953
- ABLOY EXIT single handle for wooden/		
	 metal door EHxxx/030
- ABLOY EXIT seal EH900, if needed

EN 179

EN 1125

Electromechanical active 
wooden/metal door solution

ABLOY® EXB910
- bottom latch LE980
- top lock LE981
- centre lock LE953
- ABLOY EXIT panic bar PBE002

OPTIONS FOR PASSIVE DOOR LEAF PRODUCTS WITH THE LOCK CASE

 	
Active door  

LE981

LE980

LE953

MECHANICALELECTROMECHANICAL

CENTRE LOCK

BOTTOM

TOP LOCK

ACTIVE PASSIVE

ACTIVE DOOR PASSIVE DOOR PRODUCT EXAMPLE BOTTOM LATCH CENTRE LOCK TOP LOCK

Electromechanical Mechanical EXH/B910 LE980 LE953 LE981
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APPLICATION
The push/pull function motor locks EL596 and PE590 are  
recommended for use in exit doors in passageways or entrances.

Typical applications are high-traffic exit routes.

EN 179 - EMERGENCY EXIT (exit door solution)
	 - EXIT BY HANDLE

EN 1125 - PANIC EXIT (panic exit solution)
	 - EXIT BY PANIC BAR

Suitable for fire rated doors if bolt throw is set to 14 mm.

DOOR OPERATION
When electric control is on, door can be opened by pushing or 
pulling.

Lock can always be opened from inside by handle or panic bar.

Operating voltage:		  12 - 24 V DC Stab
Maximum current:		  1700 mA (12 V) 700 mA (24 V)
Operating temperature: 	 -25°C - +70°C
Backset:			   50 mm

STRIKER PLATES
Adjustable striker plates: 	 EL596; LP711, LP714, LP721, LP731
			   PE590; P712, LP722, LP732
Striker plates for metal doors:	 EA307, EA308

Push/pull function motor lock 
cases EL596, PE590 for single 
leaf doors
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Dimensional drawings in this brochure are referential.
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ABLOY® EXH509
- lock case EL596
- single cylinder  CY037
- ABLOY EXIT single handle for 
	 wooden/metal door EHxxx/030
- Door pull from ABLOY product range

When electric control is on, lock can be opened from outside by 
door pull. Lock can always be opened from outside by key and from 
inside by handle.

EN 179 EN 1125

ABLOY® EXB505
- lock case PE590
- single cylinder  CY037
- ABLOY EXIT panic bar   PBE002
- Door pull from ABLOY product range

When electric control is on, lock can be opened from outside by 
door pull. Lock can always be opened from outside by key and from 
inside by panic bar.

ELECTRIC LOCKS FOR EXIT SOLUTIONS

 	
Active door  
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APPLICATION 
The push/pull function ABLOY PE592 motor lock cases are  
recommended for use in exit doors

EN 179 - EMERGENCY EXIT (exit door solution)
	 - EXIT BY HANDLE
EN 1125 - PANIC EXIT (panic exit solution)
	 - EXIT BY PANIC BAR

Suitable for fire-rated doors if bolt throw is set to 14 mm.

DOOR OPERATION
When electric control is on, door can be opened by  
pushing or pulling.

Handing of lock case is selectable.

Lock can always be opened from inside by handle or panic bar.

Operating voltage:		  12 - 24 V DC Stab
Maximum current:		  1700 mA (24 V) 700 mA (12 V)
Operating temperature:	 -25°C - +70°C
Backset:			   50 mm

Striker plate not needed in locks used in active doors.

Push/pull function lock case 
PE592 for double leaf  
wooden/metal doors
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ABLOY® EXH555
- lock case PE592
- single cylinder CY037
- ABLOY EXIT single handle for wooden/		
	 metal door EHxxx/030
- Door pull from ABLOY product range

EN 179 EN 1125
ABLOY® EXB555
- lock case PE592
- single cylinder CY037
- ABLOY EXIT panic bar PBE002
- Door pull from ABLOY product range

ELECTRIC LOCKS FOR EXIT SOLUTIONS

When electric control is on, lock can be opened from outside by 
door pull. Lock can always be opened from outside by key and from 
inside by handle.

When electric control is on, lock can be opened from outside by 
door pull. Lock can always be opened from outside by key and from 
inside by panic bar.
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Dimensional drawings in this brochure are referential.
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OPTIONS FOR PASSIVE DOOR LEAF PRODUCTS WITH THE LOCK CASE

Electromechanical active 
wooden/metal door solution

ABLOY® EXH910
- bottom latch LE980
- top lock LE981
- centre lock LE953
- ABLOY EXIT single handle for wooden/		
	 metal door EHxxx/030
- ABLOY EXIT seal EH900, if needed

EN 179

EN 1125

Electromechanical active 
wooden/metal door solution

ABLOY® EXB910
- bottom latch LE980
- top lock LE981
- centre lock LE953
- ABLOY EXIT panic bar PBE002

Mechanical passive wooden/
metal door solution (both 
leaves with door automatics)
ABLOY® EXH913
- bottom latch LE980
- top lock PE951
- centre lock LE953
- ABLOY EXIT single handle for wooden/		
	 metal door EHxxx/030
- ABLOY EXIT seal EH900, if needed

Mechanical passive wooden/
metal door solution (both 
leaves with door automatics)

ABLOY® EXB913
- bottom latch LE980
- top lock PE951
- centre lock LE953
- ABLOY EXIT panic bar PBE002

 	
Active door  

ACTIVE DOOR PASSIVE DOOR PRODUCT EXAMPLE BOTTOM LATCH CENTRE LOCK TOP LOCK

Electromechanical Mechanical EXH/B910 LE980 LE953 LE981

Electromechanical Electromechanical/
door automatics

EXH/B913 LE980 LE953 PE951

LE981 / 
PE951

LE980

LE953

MECHANICALELECTROMECHANICAL

CENTRE LOCK

BOTTOM

TOP LOCK

ACTIVE PASSIVE
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APPLICATION
The push/pull function solenoid lock case EL502 is recommended 
for use in exit doors in passageways or entrances.

Typical applications are medium- or low-traffic exit routes.

EN 179 - EMERGENCY EXIT (exit door solution)
	 - EXIT BY PUSH PAD

Not suitable for fire-rated doors. Not recommended for use in 
doors with seal force.
Suitable for use with swing door automatics.

DOOR OPERATION
Door can be opened by pushing or pulling when electric control is 
on and allows control. Lock can always be opened from inside by 
push pad.

Lockcase is applicable on left and right handed door without any 
measure.

Versions: Fail locked and fail unlocked.

Operating voltage:		  12 - 24 V DC Stab
Maximum current:		  550 mA (24 V) 270 mA (12 V)
Operating temperature:	 -25°C - +70°C
Backset:			   50 mm

STRIKER PLATES
Adjustable striker plates: 	 LP711, LP714, LP721, LP731 
Metal door striker plates: 	 EA307, EA308

Push/pull function solenoid 
lock case EL502 for single leaf 
wooden/metal doors
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Dimensional drawings in this brochure are referential.
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ABLOY® EXP507
- lock case EL502
- cylinder CY016 + 
    ABLOY EXIT push pad PPE004 
- Door pull from ABLOY product range

EN 179

ELECTRIC LOCKS FOR EXIT SOLUTIONS

When electric control is on, lock can be opened from outside by 
door pull and from inside by the push pad. Lock can always be 
opened from outside by key and from inside by push pad.

 	
Active door  
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APPLICATION 
The handle-controlled ABLOY EL480 solenoid lock cases are  
recommended for use in exit doors in passageways or entrances.

Typical applications are medium- or low-traffic exit routes.

EN 179 - EMERGENCY EXIT (exit door solution)
	 - EXIT BY HANDLE

EN 1125 – PANIC EXIT (panic exit solution)
	 - EXIT BY PANIC BAR

Suitable for fire rated doors.
Not suitable to be used with swing door automatics.

DOOR OPERATION
Door can be opened by electrically controlled handle. HANDLE => 
Only the outside handle is controlled electrically, lock can always 
be opened from inside by handle (split spindle).

PANIC BAR => The outside handle is controlled electrically, and lock 
can always be opened from inside by panic bar.

Settable functions:
	 - handing
	 - Electrical function: opening the lock, 
	 fail secure or fail safe
	 - Exit handle/panic bar side

Operating voltage:		  12 - 24 V DC Stab
Maximum current:		  550 mA (12 V) 270 mA (24 V)
Operating temperature:	 -25°C-+70°C
Backset:			   29 mm, 35 mm

STRIKER PLATES
Striker plates for metal doors:	 EN179; EA307, EA308
			   EN1125; LP702, LP703

8,2

8x8

16

29/35

5,5

5,5

5,5

12

16
3,
5

20

5,32
15

17
,5

2,12
24

,5
511

3

25

47/53

11

18

10
4

4

5,1

22
5

20
0

Handle-controlled
1-	solenoid lock case EL480 for 
single leaf narrow stile doors
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Dimensional drawings in this brochure are referential.
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ABLOY® EXH401
- lock case EL480
- single cylinder CY063
- ABLOY EXIT handle set for 
	 narrow stile door EHxxx/0650

When electric control is on, lock can be opened from outside by 
handle. Lock can always be opened from outside by key and from 
inside by handle.

EN 179 EN 1125
ABLOY® EXB401
- lock case EL480
- single cylinder  CY063
- ABLOY EXIT panic bar  PBE001
- single handle for narrow stile 
	 doors from the ABLOY product range
	 EHxxx/0651

When electric control is on, lock can be opened from outside by 
handle. Lock can always be opened from outside by key and from 
inside by panic bar.

ELECTRIC LOCKS FOR EXIT SOLUTIONS

 	
Active door  
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APPLICATION
The handle-controlled ABLOY EL480 solenoid lock cases are  
recommended to be used in exit doors in passageways or  
entrances.

Typical applications are medium- or lowtraffic exit routes.

EN 179 - EMERGENCY EXIT (exit door solution)
	 - EXIT BY HANDLE

EN 1125 - PANIC EXIT (panic exit solution)
	 - EXIT BY PANIC BAR

Suitable for fire rated doors.
Not suitable to be used with swing door automatics.

DOOR OPERATION
When electric control is on, lock can be opened by  electrically 
controlled handle. Only the outside handle is  controlled 
electrically, and lock can always be opened  
from inside by handle (split spindle).

Settable functions:
	 - handing
	 - Electrical function: lock opening
	 fail secure or fail safe
	 - Exit handle/panic bar side

Operating voltage:	 12 - 24 V DC Stab
Maximum current:	 550 mA (12 V) 270 mA (24 V)
Operating temperature:	 -25°C - +70°C
Backset:	 29 mm, 35 mm

Striker plate is not needed in locks used in active doors.
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Handle-controlled solenoid 
lock case EL480 for double leaf 
narrow stile doors
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Dimensional drawings in this brochure are referential.
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ABLOY® EXH451
- lock case  EL480
- single cylinder CY063
- ABLOY EXIT handle set for 
	 narrow stile door EHxxx/0650

When electric control is on, lock can be opened from outside by 
handle. Lock can always be opened from outside by key and from  
inside by handle.

EN 179 EN 1125
ABLOY® EXB451
- lock case  EL480
- single cylinder  CY063
- ABLOY EXIT panic bar PBE001
-	single handle for narrow stile doors from 	
	 the ABLOY product range EHxxx/0651

When electric control is on, lock can be opened from outside by 
handle. Lock can always be opened from outside by key and from 
inside by panic bar.

ELECTRIC LOCKS FOR EXIT SOLUTIONS

OPTIONS FOR PASSIVE DOOR LEAF PRODUCTS WITH THE LOCK CASE

Electromechanical active 
narrow stile door solution

ABLOY® EXH900
- bottom latch LE930
- top lock LE931
- centre lock LE943
- ABLOY EXIT single handle for  
	 narrow stile door EHxxx/030
- ABLOY EXIT seal EH900, if needed

EN 179

EN 1125

Electromechanical active 
narrow stile door solution

ABLOY® EXB900
- bottom latch LE930
- top lock LE931
- centre lock LE943
- ABLOY EXIT panic bar PBE003

 	
Active door  

MECHANICALELECTROMECHANICAL

LE943
CENTRE LOCK

LE931
TOP LOCK

ACTIVE PASSIVE

LE930
BOTTOM

ACTIVE DOOR PASSIVE DOOR PRODUCT EXAMPLE BOTTOM LATCH CENTRE LOCK TOP LOCK

Electromechanical Mechanical EXH/B900 LE930 LE943 LE931
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APPLICATION
The push/pull function ABLOY EL495 motor lock cases are  
recommended for use in exit doors in passageways or entrances.

Typical applications are high-traffic exit routes.

EN 179 - EMERGENCY EXIT (exit door solution)
	 - EXIT BY HANDLE

EN 1125 - PANIC EXIT (panic exit solution)
	 - EXIT BY PANIC BAR

Suitable for fire-rated doors.
Suitable for use with swing door automatics.

DOOR OPERATION
When electric control is on, door can be opened by pushing or 
pulling.

Lock can always be opened from inside by handle or panic bar.

Operating voltage:		  12 - 24 V DC Stab
Maximum current:		  1700 mA (24 V) 700 mA (12 V)
Operating temperature:	 -25°C - +70°C
Backset:			   29 mm, 35 mm

STRIKER PLATES
Striker plates for metal doors:	 EN179; EA307, EA308
			   EN1125; LP702, LP703

Push/pull function
motor lock case for single leaf 
narrow stile door EL495
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Dimensional drawings in this brochure are referential.
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ELECTRIC LOCKS FOR EXIT SOLUTIONS

ABLOY® EXH409
- lock case  EL495
- single cylinder  CY063
- ABLOY EXIT single handle for  
	 narrow stile door EHxxx/0630
- Door pull from ABLOY product range

When electric control is on, lock can be opened from outside by 
door pull. Lock can always be opened from outside by key and from 
inside by handle.

EN 179 EN 1125

ABLOY® EXB409
- lock case  EL495
- single cylinder  CY063
- ABLOY EXIT panic bar PBE003
- Door pull from ABLOY product range

When electric control is on, lock can be opened from outside by 
door pull. Lock can always be opened from outside by key and from 
inside by panic bar.

 	
Active door  
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APPLICATION
The push/pull function ABLOY EL495 motor lock cases are  
recommended for use in exit doors in passageways or entrances.

Typical applications are high-traffic exit routes.

EN 179 - EMERGENCY EXIT (exit door solution)
	 - EXIT BY HANDLE
EN 1125 - PANIC EXIT (panic exit solution)
	 - EXIT BY PANIC BAR

Suitable for fire rated doors.
Suitable for use with swing door automatics.

DOOR OPERATION
When electric control is on, door can be opened by  
pushing or pulling.

Lock can always be opened from inside by handle or panic bar.

Operating voltage:		  12 - 24 V DC Stab
Maximum current:		  1700 mA (24 V) 700 mA (12 V)
Operating temperature:	 -25°C - +70°C
Backset:			   29 mm, 35 mm
Striker plate not required in locks used in active doors.

2 x 5.5
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Push/pull function lock case 
EL495 for double leaf narrow  
stile doors

ELECTRIC LOCKS FOR EXIT SOLUTIONS

ABLOY® EXH459
- lock case EL495
- single cylinder  CY063
- ABLOY EXIT single handle for 
	 narrow stile door  EHxxx/0630
- Door pull from ABLOY product range

When electric control is on, lock can be opened from outside by 
door pull. Lock can always be opened from outside by key and from 
inside by handle.

EN 179 EN 1125
ABLOY® EXB459
- lock case EL495
- single cylinder  CY063
- ABLOY EXIT panic bar PBE003
- Door pull from ABLOY product range

When electric control is on, lock can be opened from outside by 
door pull. Lock can always be opened from outside by key and from 
inside by panic bar.
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Dimensional drawings in this brochure are referential.
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Electromechanical active 
narrow stile door solution

ABLOY® EXH900
-	bottom latch LE930
- top lock LE931
- centre lock LE943
- ABLOY EXIT single handle for  
	 narrow stile door  EHxxx/0630
- ABLOY EXIT seal EH900, if needed

EN 179

EN 1125

Electromechanical active 
narrow stile door solution

ABLOY® EXB900
- bottom latch LE930
- top lock LE931
- centre lock LE943
- ABLOY EXIT panic bar PBE003

OPTIONS FOR PASSIVE DOOR LEAF PRODUCTS WITH THE LOCK CASE

Mechanical passive wooden/
metal door solution (both leaves 
with door automatics)

ABLOY® EXH903
- bottom latch LE930
- top lock PE941
- centre lock LE943
- ABLOY EXIT single handle for narrow stile door
	 EHxxx/0630
- ABLOY EXIT seal EH900, if needed

Mechanical passive wooden/
metal door solution (both 
leaves with door automatics)

ABLOY® EXB903
- bottom latch LE930
- top lock PE941
- centre lock LE943
- ABLOY EXIT panic bar PBE002

 	
Active door  

ACTIVE DOOR PASSIVE DOOR PRODUCT EXAMPLE BOTTOM LATCH CENTRE LOCK TOP LOCK

Electromechanical Mechanical EXH/B900 LE930 LE943 LE931

Electromechanical Electromechanical/
door automatics

EXH/B903 LE930 LE943 PE941

MECHANICALELECTROMECHANICAL

LE943
CENTRE LOCK

LE931 / 
PE941

TOP LOCK

ACTIVE PASSIVE

LE930
BOTTOM
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APPLICATION
The push/pull function solenoid lock case EL402 is recommended 
to be used in exit doors in passageways or entrances.

Typical applications are medium or low traffic exit routes.

EN 179 - EMERGENCY EXIT (exit door solution)
	 - EXIT BY PUSH PAD

Not suitable for fire rated doors. Not recommended to be used in 
doors with seal force. Suitable to be used with swing door auto-
matics.

DOOR OPERATION
Door can be opened from outside by door pull, when electric cont-
rol is on or mechanically by key. Lock can always be opened from 
inside by push pad.

Lockcase is applicable on left and right handed door without any 
measure.

Backset is adjustable.

Operating voltage:		  12 - 24 V DC Stab
Maximum current:		  550 mA (24 V) 270 mA (12 V)
Operating temperature:	 -25°C - +70°C
Backset:			   25 mm, 28 mm,
			   30 mm, 33 mm, 35 mm

STRIKER PLATES
Striker plates for metal doors: EA307, EA308

Push/pull function
solenoid lock case EL402 for 
single leaf narrow stile doors

  A
ct
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e 
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Dimensional drawings in this brochure are referential.



4 54 5

ABLOY® EXP407
- lock case EL402
- cylinder CY052 +
	 ABLOY EXIT push pad PPE004
- Door pull from ABLOY product range

When electric control is on, lock can be opened from outside by 
door pull. Lock can always be opened from outside by a key and 
from inside by push pad.

EN 179

ELECTRIC LOCKS FOR EXIT SOLUTIONS

 	
Active door  
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ABLOY® EXIT HANDLE PAIR FOR WOODEN/METAL DOORS

PRODUCT PRODUCT NUMBER SURFACE FINISH DIMENSIONAL DRAWING

INOXI 3-19/032 EXIT
(return spring + split spindle)

EH070 Rst

INOXI 3-19K/032 EXIT
(return spring + split spindle)

EH073 Rst

PRESTO 3-20/032 EXIT 
(return spring + split spindle)

EH060 Al/Cr
Al/Aho
Al/Val
Al/Mus
Al/Gra
Al/Har

FORUM EXIT 4/032 EXIT 
(return spring + split spindle)

EH004 Ms/Cr
Ms/HCr
Kila
HaLa
Val
Mus
Gra
Har

POLAR EXIT 6/032 EXIT
(return spring + split spindle)

EH006 Ms/Cr
Ms/HCr
Kila
HaLa
Val
Mus
Gra
Har

ABLOY® EXIT handles for  
wooden/metal door
Did you know that...
THE BRASS AND ALUMINIUM HANDLES
 
- are available with a wide variety of surface finishes. This brochure contains only the standard products.
- are available with the ABLOY ACTIVE surface finish. 

For further information, please refer to www.abloy.com

•

•

•

  

Dimensional drawings in this brochure are referential.
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ABLOY® EXIT INSIDE SINGLE HANDLES WITH OUTSIDE SECURITY PLATE FOR WOODEN/METAL DOORS

PRODUCT PRODUCT NUMBER SURFACE FINISH DIMENSIONAL DRAWING

Single handle INOXI 3-19/030 EXIT
(return spring + spindle)

EH070 Rst

Single handle INOXI 3-19K/030 EXIT
(return spring + spindle)

EH073 Rst

Single handle PRESTO 3-20/030 EXIT
(return spring + spindle)

EH060 Al/Cr
Al/Aho
Al/Val
Al/Mus
Al/Gra
Al/Gra

Single handle FORUM 4/030 EXIT
(return spring + spindle) door 

EH004 Ms/Cr
Ms/HCr
Kila
HaLa
Val
Mus
Gra
Har

Single handle POLAR 6/030 EXIT
(return spring + spindle) door 

EH006 Ms/Cr
Ms/HCr    
Kila
HaLa
Val
Mus
Gra
Har

•

•

•

Ø Ø 
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PRODUCT PRODUCT NUMBER SURFACE FINISH DIMENSIONAL DRAWING

INOXI 3-19/0650 EXIT
(return spring + split spindle) 

EH070 Rt satin

INOXI 3-19K/0650 EXIT
(return spring + split spindle) 

EH073 Rt satin

PRESTO 3-20/0650
(return spring + split spindle) 

EH060 Al/Cr
Al/Aho
Al/Val
Al/Mus
Al/Gra
Al/Gra

FORUM EXIT 4/0650 EXIT 
(return spring + split spindle 

EH004 Ms/Cr
Ms/HCr
Kila
HaLa
Val
Mus
Gra
Har

POLAR EXIT 6/0650 EXIT
(return spring + split spindle)

EH006 Ms/Cr
Ms/HCr
Kila
HaLa
Val
Mus
Gra
Har

ABLOY® EXIT
handles for narrow stile doors

130

52

1112

8

130

52

10

12

8

ABLOY® EXIT HANDLE PAIR FOR NARROW STILE DOORS

Dimensional drawings in this brochure are referential.
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PRODUCT PRODUCT NUMBER SURFACE FINISH DIMENSIONAL DRAWING

Single handle  INOXI 3-19/0630 EXIT
(return spring + spindle)

EH070 Rst

Single handle INOXI 3-19K/0630 EXIT 
(return spring + spindle)

EH073 Rst

Single handle  PRESTO 3-20/0630 EXIT
(return spring + spindle)

EH060 Al/Cr
Al/Aho
Al/Val
Al/Mus
Al/Gra
Al/Har

Single handle FORUM 4/0630 EXIT
(return spring + spindle)

EH004 Ms/Cr
Ms/HCr
Kila
HaLa
Val
Mus
Gra
Har

Single handle POLAR 6/0630 EXIT
(return spring + spindle)

EH006 Ms/Cr
Ms/HCr
Kila
HaLa
Val
Mus
Gra
Har

130

12

52

13

8

32

52

13

130

12

8

32

ABLOY® EXIT INSIDE SINGLE HANDLES WITH OUTSIDE SECURITY PLATE FOR NARROW STILE DOORS
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Wooden/metal door outside 
handles, used with
EXIT panic bar PB001

PRODUCT PRODUCT NUMBER SURFACE FINISH DIMENSIONAL DRAWING

INOXI 3-19/0321 EXIT
(return spring + split spindle)

EH070 Rst

INOXI 3-19K/0321 EXIT
(return spring + split spindle)

EH073 Rst

PRESTO 3-20/0321 EXIT 
(return spring + split spindle)

EH060 Al/Cr
Al/Aho
Al/Val
Al/Mus
Al/Gra
Al/Har

Outside door handle
FORUM 4/0321 EXIT

EH004 Ms/Cr
Ms/HCr
Kila
HaLa
Val
Mus
Gra
Har

Outside door handle
POLAR 6/0321 EXIT

EH006 Ms/Cr
Ms/HCr
Kila
HaLa
Val
Mus
Gra
Har

Ø Ø 

130

50

50

8

8
11

•

•

•

Dimensional drawings in this brochure are referential.
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PRODUCT PRODUCT NUMBER SURFACE FINISH DIMENSIONAL DRAWING

INOXI 3-19/0651 EXIT
(return spring + split spindle)

EH070 Rst

INOXI 3-19K/0651 EXIT
(return spring + split spindle)

EH073 Rst

PRESTO 3-20/0651 EXIT 
(return spring + split spindle)

EH060 Al/Cr
Al/Aho
Al/Val
Al/Mus
Al/Gra
Al/Har

Outside door handle
FORUM 4/0651 EXIT

EH004 Ms/Cr
Ms/HCr
Kila
HaLa
Val
Mus
Gra
Har

Outside door handle
POLAR 6/0651 EXIT

EH006 Ms/Cr
Ms/HCr
Kila
HaLa
Val
Mus
Gra
Har

Mitat_measures_Painike_handle_4_0650

Outside handles for narrow stile 
doors, used with EXIT panic bar 
PB001

Dimensional drawings in this brochure are referential.
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PRUDUCT DIMENSIONAL DRAWING 

Push pad in place of 
turning knob PE004

PRODUCT DIMENSIONAL DRAWING

PBE001,
outside handle selected
according to door type 
(wooden/metal/narrow 
stile door)

PBE002, for wooden/
metal door, incl. round 
plug

PBE003, for narrow stile 
door, incl. plug for narrow 
stile door

Surface finishes: 
Cr
Hcr 
NiHa 
Val 
Mus 
Har 
Gra

Seal EH900

Note:
Replacement seal 
EH901

Panic bar and seal

Push pad

79

11
4

42,3
130

Mitat_measures_PPE004
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Cylinders for wooden/metal doors

CY037 CY002

CY021 CY016

Ø52

25 / 31

Abloy Oy

An ASSA ABLOY Group Company

Copyright® Abloy Oy Joensuu Factory 2001

Tekijä Maa Piirustusnumero Päiväys

®ABLOY
(CY-G)

M-00176   AHENRIHU 30.12.11K/V

CY016C,P,E,Z,D,N                          (CY-G)



5 65 6

PRODUCT DIMENSIONAL DRAWING (CENTRE LOCK LE982) DIMENSIONAL DRAWING (CENTRE LOCK LE953)

Product codes 
for wooden/
metal door, 
passive leaf:

TOP LOCK 
LE981 PE951
Both have the 
same outer 
dimensions.

CENTRE LOCK 
LE982 LE953
Both have the 
same outer 
dimensions.

BOTTOM 
LATCH LE980
Both have the 
same outer 
dimensions.
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Dimensional drawings in this brochure are referential.
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Cylinders for narrow stile doors

CY063 CY065

CY064 CY052

27
85

38

Abloy Oy

An ASSA ABLOY Group brand

Copyright® Abloy Oy Joensuu Factory

Tekijä Maa Piirustusnumero Päiväys

®ABLOY
(CY-G)

DM-00894   AHENRIL 16.04.12K/V

CY052C,P,E,Z,D,N,T                         (CY-G)
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PRODUCT DIMENSIONAL DRAWING

Product codes 
for narrow stile 
door, passive 
leaf:

TOP LOCK LE931 
PE941
Both have the 
same outer 
dimensions.

CENTRE LOCK 
LE932 LE943
Both have the 
same outer 
dimensions.

BOTTOM LATCH 
LE930
Both have the 
same outer 
dimensions.

Dimensional drawings in this brochure are referential.
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Lead covers
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Maximum opening angle  120o.
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Maximum opening angle 180o. 
Must be used if the distance from 
hinge pin to door frame is more 
than 20 mm.

Accessories

Carry bar FD101
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Extension cables

ABLOY extension cables guarantee lock durability up to 200,000 cycles.  
Cables have also been tested for fire-rated doors.
	
	 - Cable for electric locks: 18 x 0.14 mm2

	 - Operating temperature: –25o C – +70o C

For locks EL480, EL580, EL581, PE580
EA210 (6 m)
EA220 (10 m)

For wooden doors:
EA501 (1 x switch)  
EA503 (2 x selector switch)

For metal doors:  
EA502 (1 x switch)
EA500 (2 x selector switch)

For locks EL402, EL502
EA211 (6 m)
EA221 (10 m)

For locks EL495, EL596, PE590, PE592
EA217 (6 m)
EA227 (10 m)
EA228 (0.5 m)

Magnetic contacts

Thin magnet 
952198

Accessories

Dimensional drawings in this brochure are referential.
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1		  Lock case for active door

2		  Outside door handle

3		  EXIT panic bar

4		  Carry bar 

5		  Door closer

6		  Coordinator

7		  Passive door lock case

1
2

3

4

5

6

7

ABLOY® EXIT- door environment  
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ABLOY® EXIT- door environment  

Notes on opening of the door

EXIT lock cases and door thickness

The minimum door thickness for EXIT lock cases is 44 mm.
The exit handle pair requires 2 return springs.
Return springs are installed on both sides of the door for the correct functioning of handles.

A passive door leaf must have a wider opening width so that the inner edges of the door 
leaves do not touch each other and prevent door opening. In a passive door solution, 
structural opening must be confirmed by opening both door leaves. Please confirm the 
hinge type and installation of hinges with the hinge manufacturer to make sure the door 
works as intended.

Huullos ja puomi klikkaa toisiinsa
Huullos ja puomi klikkaa toisiinsaRebate and panic bar 

Dimensional drawings in this brochure are referential.
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ABLOY EXIT products have been tested and approved by an accredited testing and certi-
fication body in accordance with the requirements of the EN 179 and EN 1125 standards. 
Products have been tested and approved as complete units.

The installation instructions specify which products can be combined with each other. 
The handle, push pad and panic bar must be installed to a height of 900–1,100 mm from 
the floor level. The installer is responsible for ensuring correct installation and flawless 
operation according to the manufacturer’s instructions.

To ensure correct operation of exit doors, Abloy recommends that ABLOY EXIT products 
should be maintained and inspected for flawless operation every 3 months according to 
the manufacturer’s instructions.
The property owner is responsible for the maintenance and inspection of the doors. The 
person performing the work must be adequately qualified.

For mechanical ABLOY EXIT products, installation instructions are delivered with handle, 
push pad and panic bar sets. Electromechanical lock cases must always be installed by an 
ABLOY-authorised locksmith.

For maintenance and inspection instructions, please refer to www.abloy.com.

ABLOY® EXIT  
Testing, installation and  
maintenance of exit products
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ABLOY offers security and locking 
innovations designed to create more 
trust in the world.
Combining digital and mechanical 
expertise, Abloy Oy develops 
industry-leading security solutions 
that protect people, property and 
business. Abloy is part of the ASSA 
ABLOY Group, the global leader in 
access solutions. Every day, we help 
billions of people experience a more 
open world.

Abloy Oy 
Wahlforssinkatu 20
FI-80101 
JOENSUU FINLAND
Tel. +358 20 599 2501
Abloy.com

Abloy maintains Product Security Center at  www.abloy.com/securitycenter.  We 
recommend that You check the Center on a regular basis in order to be fully informed 
of product security updates, so that your knowledge of our products remains optimal.

It is the customer’s responsibility to define the required level of security, whilst taking 
into consideration relevant factors for its operations. To achieve the overall level of 
security required in the customer’s operations multiple layers of security must be in 
place. These include for example locking system, key management system, access 
management, CCTTV and alarm system as well as physical security in a manner and 
level specified by the customer.

This content is protected by Intellectual Property Rights Laws. The title to the content 
shall not pass to you, and instead shall remain with Abloy Oy or a third party holding 
the title. Abloy develops continuously the products and solutions offered. Therefore, 
the information contained in the document is subject to change without notice. 
ABLOY PROVIDES THIS CONTENT ON AN “AS IS” BASIS WITHOUT ANY WARRANTIES 
OF ANY KIND EXPRESS, IMPLIED, OR STATUTORY.”

Part of ASSA ABLOY

XX
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ABLOY on turvallisuuden ja lukituksen 
suunnannäyttäjä, jonka tavoitteena 
on lisätä luottamusta maailmassa. 
Yhdistämällä digitaalisen ja 
mekaanisen osaamisensa Abloy Oy 
kehittää nykyaikaisia, alan johtavia 
turvallisuusratkaisuja ihmisten, 
omaisuuden ja liiketoiminnan 
suojaamiseksi. Abloy on osa ASSA ABLOY 
-konsernia, joka on maailman johtava 
kulkuratkaisujen toimittaja. Autamme 
päivittäin miljardeja ihmisiä kokemaan 
avoimempaa maailmaa.

Tämä  sisältö on suojattu immateriaalioikeuksia koskevalla lainsäädännöllä.  
Oikeudet  sisältöön eivät  siirry sinulle vaan säilyvät  Abloy Oy:lla tai kolmannella 
osapuolella, jolle ne kuuluvat. Abloy kehittää jatkuvasti tarjoamiaan ratkaisuja, 
tuotteita ja palveluita,  tästä syystä Abloy voi muuttaa annettuna tietoja ilman erillistä 
ilmoitusta.  ABLOY  OY TARJOAA TÄMÄN  SISÄLLÖN   ”SELLAISENA KUIN SE ON” ILMAN 
MINKÄÄNLAISIA ILMAISTUJA, HILJAISIA TAI LAKISÄÄTEISIÄ TAKUITA.”

Abloy Oy
Wahlforssinkatu 20
PL 108
80101 | Joensuu
Puh. 020 599 2501
Abloy.fi


